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Summary

“KISTLER” series electric actuator is used for controlling 0°-270° rotation of the valves and other similar products, such as
butterfly valve, ball valve, damper, flapper valve, cock valve, etc, It widely applies to pentroeum, chemical, water
treatment, shipping, paper marking, power plant, heating, light industry and other indust ries, Drived by 380V/220V/110V
AC power or 24V/110V DC power ,inputs 4-20mA current signal or 0-10V DC voltage signal as control signal, moves the
valve to the right position, and achieves to automatic control
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Performance Feature .

1. Shell--The shell is made of herniness aluminium alley, with anodic oxidation treatment and polyester powder coating.
It is strong corrosion-resistantand enclosure IP67,NEMA 4 and 6 ,IP68 is optional.

2. Electric Machinery--Fully enclosed Squirrel-cage machinery machinery, small, large torque, and small inertia force,

F-classinsulation rating, place hot protectio internal to av0|d damging the electric machiery.

3. Mam.ral Structure--The desingn of handle eliable, Iaboy&vmg small, If \k ithout power, it can be operated by

handle. If %or t. operat andle, T{t the sp

rin the spanner folder, convenient to use.
4. Indicator—“‘lnﬁﬁt&s;mn icator in the center axis and adopts convex mirror desige, no. Wmulate water, more convenient
- _

to observe.

5. Space heater--It is used@or controlling temperature, avoiding internal moisturesof.eletric actutor condensed















